
UTAH OIL AND GAS CONSERVATION COMMISSION

REMARKS WELL LOG ELECTRICLOGS FlLE X WATERSANDS LOCATION INSPECTED SUB REPORT/abd.

DATE FILED 11-1 -gg

LAND: FEE & PATENTED STATE LEASE NO. PUBLICLEASE NO. INDIAN14-20-H62-
DRILLINGAPPROVED:

11 30 83 OIL (Cause No. 131-3.3)
SPUDDED IN:

COMPLETED: PUT TO PRODUCING:

INITIAL PRODUCTION:

GRAVITY A.P.I.

GOR:

PRODUCINGZONES:

TOTAL DEPTH:

WELL ELEVATION: / f -

DATE ABANDONED:

FIELD: N BLUEBELL
UNIT

COUNTY: UINTAH
WELL NO. UTE TRIBAL 2-16A1E API # 43-047-31418
LOCATION 18"7' FSLFT. FROM (N) (S) LINE 203' FWL FT FROM (E) (W) LINE SWSW 1/4 - 1/4 SEC. 16

TWP. RGE. SEC. OPERATOR TWP RGE SEC OPËRATOR

L þ 16 16 SQWVALLET



Forrn 9-881C SUBMIT IN ACATE* Form approved.
My IM) (Other instruc iŠns on Budget Burean No. 42-11142

UNITED STATES reverse side)

DEPARTMENT OF THE INTERIOR
I a. LEASE DESIGNATIOË AND SERIAL N

GEOLOGICAL SURVEY 14-20-H62-2 658
APPLICATIONFOR PERMITTO DRILL,DEEPEN,OR PLUG BACK 6. ÍF $NDIAN, ALLOTTEE 08 TBIBE NAMlì

te Tribe18. TTPE OF WORK

DRILL G DEEPEN PLUGBACK 7. UNIT AGREEMËNT NAME

b. WIPE OF WELL N/A
OILLL WASLL

OžEIER
NNELE OUNLTIPLE 8. FARM OR LEASE NAME

nam. or ormarroa Ute Tribal
Bow Valley Petroleum, Inc. LL No·

s. ADDÈESS OF ÓPERATOR 2-16AlE
P. O. Drawer 130, Roosevelt, Utah 84066 to. NIELD AND POOL, Ok WILDCAT

. LOCATION Or wELL (Iteport location clearly and in accordance with any State requirements.*) BLUEBELL-Wasatch
at sarrace 20 3 ' FWL , 18 7 ' FSL , lWNrNWi 11. sme., 2., a., .., en usw.

AND SÚBVEY OR AREA

At proposed prod. zone Section 16, TlS, RlE,same U.S.M.
14. DISTANCN IN MILES AND DIR$0TION FROM NEARËST TOWN OR POST OFFICE*.. 12. COUNTÏ OR PARISE 18. STA

5.3 east, 8.0 miles north, east .9, sotith .1 of Roosevelt, Utah Uintah Utah
10. DISTAÑCÈkŠOM PROPOSËD* 16. NO. Oy ACRES IN LEASE 17. NO. (F ACaËS ASBIGNED

LOCATION TO NEARËST TO T IIS WELL
raormaet on seas* ""*••*· N/A 5 6 0 5 6 0(Also to neatest drig. unit line, if any)

18. DISTANCE FAOM PROPOSÈD LOCATION* 19. ÈROPOSED DEPTH 20. ROTAaY OR CABLE TOOLS
TO NÉAREST WELL, DRILLING, COMPLETED,
OR APPIZED.FOR, ON THIS LEASE, =· N/A 13, 70 0 ' Rotary

1. ELEVATIONs (Show whether DF, RT, GR, etc.) 22. APPROI. DATE WORK WILL START*

54$5' GR ungraded. Nov.28, 1983
23. PROPOSED CASING AND CEMENTING P1tOGRAM

SIZE OF HOLE SIZE OF CASING WEIGHT PER FOOT SETTING DEPTH QUANTITÏ OF CEMENT

12¼" 9-5/8" 40# 2,200' 400 sxs (Cmt to surface)
8-3/4" 7" 26,29, 2# 10,400' 750 exs

6" 5" Liner 18# 13,700' 700 sxs

This is a test of the Tertiary Wasatch Formation. The Wasatch will
be selectively perforated and acidized for production.

The propos&¢l location of this well is withi a Utah State designated
drilling unit containing 560 acres. The Bow V ey Ute 1-17A1EL Which is
presently producing in the d illing unit, is a reen Rivef well. The pro-
posed Ute 2-1 AlË will be a asatch producer .

Minimt1m 3, 000 PSI BOPE will be installed and pressure tested to
3,000 PSI Šrior to drilling the casing shoe at. 2,200 feet.

Minimiim 5,000 PSI BOPE will be installed and tested to 5,000 PSI
prior to diilling the dasing shoe at 10,400 feet. After drilling the
casing shoe, the casing seat will be tested.to an EMW of 13.5 PPG.

IN ABOVE SPACE DESCRIBE PROPOSED PROGRAM : If proposal is to deepen or plug back, give data on present productive zone and proposed new productive
zone. If proposal is to drill or deepen directionally, give pertinent data on subsurface locations and measured and true vertical depths. Give blowout

Engineering Technicián . Nær.16, 1983
(This space for Federal or State oñice use)

APPROVED BÌ TTTT.10 DATE
CONDITÌONS Ok APPROVAL, IN ANY :

NOV17 1983
*See InstructionsOn ReverseSide gggg



PROJECT

BOW VALLEY PETROLEUMWC.
T/S, R/ E, U.S. M. Wen locotion, UTE THIBAL#2- & A/E;

located os shown in the SWI/4 SWM4,
Section 16, T IS, RIE, U.S.B.8M.,
Uintah County, Utoh.

79 .72

/6

CERTIFICATE

'HlS (S TO CERTIFY THAT THE ABOVE PLAT WAS PREPARED FR M

FlELD NOTES OF ACTUAL SURVEYS MADE BY ME OR UNDER MY

SUPERVISrON AND THAT THE SAME ARE TRUE AND CORRECT TO THE

BEST OF MY KNÓWLEDGE AND BELIEF.

UTE TR/BAL # 2 - /6 A /E
Elev. Ungraded Ground - 3455' REGISTERED LAND SURVEYOR

REGISTRATION N° 3154
STATE OF UTAH

UinrAH ENGINEERING a LAND $URVEY1NG
[87' 80 ,40 E O. BOX Q - 85 SOUTH - 200 EAST

VERNAL, UTAH - 84078

SCALE DATE
I" = 1000 9/06/83

X = Sectîon Corners Located LOT, RK,TJ JH
REFERENCEsGLO

PLAT
WEATHER FILE

FAUR BOW
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OTICE OF ŠfAKING ease Number
(Not to be used in place of
Application to Drill Form9-331--C) 14-20-H62-2658

6. If Indian, Allottee or Tribe Name
1. Oil Well Gas Well Other DIVISIONOF UTE TRIBE

0 L GAS&ivitMi 7. Unit Agreement Name

2. Name of Operator N/A

BOW VALLEY PETROLEUM, INC. 8. Farm or Lease Name

3. Address of Operator or Agent . UTp TRIBAL

P. O. DRAWER 130, ROOSEVELT, UT 84066 9. 11No.

4. Surface Location of Well V 2-16-AlE
(Governmental 1/4 or 1/4 1/4) 10. Field or Wildcat Name
Sec. 16, TlS, R1E - SW¾ SW¾ EAST BLUEBELL

Attach: Topographical or other acceptable map 11. Sec., T., A., M., or
showing location, access road, and lease boundaries. Bik and Survey or Area

14. Formation Objective(s) 15. Estimated Well Depth Sec. 16, TlS, RlE, U.S.M.
12. County or Parish 13. State

WASATCH 13, 700 '
UINTAH UTAH

16. To Be Completedby ÓperatorPrior to Onsite
a. Location must staked .

b. Access Road Flagged
c. Sketch and/or map of location, showing road, pad dimensions, reserve pit, cuts, and fills

(To be provided at onsite)

17. To Be ConsideredBy Operators Prior to Onsite
a. H2S Potential
b. Private Surface Ownership
c. Cultural Resources (Archaeology)
d. Federal Rightof Way

18. Additional Information
This is a 560 acre drilling unit as shown on attached map.
The Ute #1-17A1E producing in the drilling unit is a Green River Well.
The proposed Ute #2-16A1E will be a Wasatch producer.

19. Signed Title District Superintendenbate 10-6-83
Doug as G. Howard

*imÞartant: See Reverse Side for



PRODUCI'ION

1. The reserve pit and that protion of the location and access road not
needed for production of production facilities will be reclaimed within
90 days after completion with the meëhods described in the rehabilitation
section. Stockpiled topsoil will be used in reclaiming the unused areas.

2. All permanent (onsite for six (6) months duration or longer) structures
constructed or installed, including the pumpiack, sshall be painted a
flat, non-reflective, earthtone color to match the standard environmental
colors Rocky Mountain 5 State Interagency Committee. All facilities -
shall be painted within six months of when the production facilities are
put in place. Facilities that are required to comply with O.S.H.A.
(Occupational Safety and Health Act) are excluded.

3. Tank batteries will be placed on the north end of the location.

4 . A bench mark will be established near each wellsite in location where it
will not be destroyed. The bench mark will be set in concrete with a
brass cap. The brass cap will show the well number and elevation to the
nearest one-tenth of a foot. The cuts/fills for the well site will also
show elevations in relation to the bench
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PER

NOS

APD 10-13-83

COMPANY Bow Valley Petroleum, Inc.

WELL Ute 2-l6AlE

SECTION 16 T 1S R lE

LFASE 14-20-H62-2658

ONSITE DATE 10-21-83

ADDITIONS TO THE MULTIPOINT
\SUREACE USE PIAN

IRECIARION PROCEDURES

1. Trespass ermits shall be obtained and carried with individual on tribal
lands at 411 times.

2. All operators, subcontractors, vendors, and their employees or agents
shall not carry firearms or other weapons.

3. No prospecting will be allowed on tribal lands .

4. No alcoholic beverages or durgs shall be permitted while owrking on the
reservation.

5. A cultural resource clearance is required before any construction begins.
The clearance has been dones Clearance has been granted by Grand River
Consultants.

. A wood permit will be obtained from the Ibrestry Department of the BIA
beford any firewood is removed.

CONSTRUCTION .

l. (bnstruction and maintenance of taods, rehabilitation of disturbed areas
and construction of pipeline routes shall be in accordance with the
surface use standards as set forth in the booklet, "Surface Operating
Standards for Oil and Gas Exploration and Development. "

2. The maximum width of access roads will be 30 feet total disturbed



3. All operators, subcontractors, vendors, and their employees or agents are
confined to establish roads and well sites.

4. All trees four inches or greater in diameter shall be cut and bücked into
four foot lengths and neatly stacked adjacent to the access road or drill
pad. All trees less tahri four inches in diameter will be cut and
trampied by the heavy equipment.

5. Ali operators. subcontractors, vendors, and their etsployees or agents may
not gather firewood without a duly granted wood permit.

6. If water or fill materials are needed in constructing roads. well sites,
or are used in the drilling process, proper permits are needed. The
following information is réquired: The approximate amount of water or
materials needed, the location and ownership of the water rights or
materials used.

7. Ali artifacts found on tribal.1ands shall be left in place and.the BIA
promptly notified.

8. Production water will be disposed of at approved disposal pits or
injection wells. The injection well or disposal pit used wîll be
identified by legal desàription.

9. It is the policy of the $IA to make rights-ofsways available, without
cost, to operators when both mineral rights and surface rights are owned
by the Ute Indian Tribe. If the surface rights are owned by the Tribe
and the mineral .rights are owned by another entity, the right-of-way will
be approved and charges will be assessed fot damages prior to the time
the operator begins any construction activities. Ïf the surface iw owned
by the Ute Indian Tribe, rights-of-ways must be cleared with the other
entity.

10. Trash, litter, construction materials, etc., will not be littered along
roadways or drilling sites. The operator will initiate a procedure to
keep the sites free from litter and keep them groomed in a neat and
professional condition.

11. Zhe operator will submit a plan for controlling noxious weeds alöngrights-of-ways for roads, pipelines, well sites, and other applicable
facilities. A list of noxious weeds can be obtained form the appropriate
county.

12. Adequate and sufficient electric/žadioactive logs will be run to locate
and identify.the prime oil shale horizons and saline minerals in the
Mahogany Zone of the Green River formation. Casing and cementing
programs will be adjusted to eliminate any potential influence of the
well bore of productive hydrocarbon zones on the oil shale and saline
witherals resources. Surface. casing program may require adjustment for
protecting of fresh water aquifers. (See attached tentatige casing and
cementing program for the Uintah Basin) .

13. Burning.will not be allowed. All trash must be hauled to the nearest
sanitary



14. The top 6-10 inches of topsdil will be removed and stockpiled on the
north end of the location.

15. The reserve pit will be lined with native clay, commercial bentonite, or
plastic sufficient to prevent seepage.

16. Reserve pits wîll be fenced with a wire mesh fence and topped with
at least one strand of barbed wire.

17. The operator or his contractor will contact the BIA and the Vernal
District BLM, Dianond Mountain Resource Area, 48 hours prior to beginning
any work on Tribal land.

18. The dirt contractor will be furnished with an approved copy of the
surface use plan and any additional BLM or BIA stipulations prior to any
work.

19. The entire location will be fenced and a .cattleguard placed where the
access road enters the location.

REHABILITAION

1. inmediately upon completion of drillitig, the location arid surrounding
þrea will be cleared of all debris resulting from the operation. All
trash will be hauled to a local sanitary landfill.

2. The operator or his contractor will contact the BIA and Vernal BIM,
Dianond Nbuntain Resource Area, 48 hours prior to starting rehabilitation
work that involves earth noving equipment and upon completion of
restoration measures.

3. Before any dirt work to restoreathe location takes place, the reserve pit
must be completely dry and trash (cans, barrels, pîpe, etc.) must be
removed.

4. All disturbed areas must be recontoured to the approximate natural
contours.

5. The stockpiled topsoil will be evenly distributed over the disturbed
are .

6. Prì r to reseeding, all disturbed areas, including the access road, will
be scarified and left with a rough surface.

7. Seed will be broadcast or drilled ai a t.nne specified by the BLM. If
broadcast, a harrow or same such i lement will be dragged over the
seeded area to assure seed coverage Seeding mixtures will be specified
by the BIA.

8. The access will be blocked to prevent any vehicle



BOW VALLEY PETROLEUM, INCORPORATED
UTE #2-16AlE
Section 16, TlS, RlE, U.S.B.& M.

9. WELL SITE LAYOUT

See Location Layout Sheet.

The B. I. A. Representative shall be notified before any
construction begins on the proposed location site.

As mentioned in Item #7, the pits will be unlined unless it is
determined by the representatives of the.agencies that the materials
are too porous and would cause contamination to the surrounding area;then the pits will be lined with a gel and any other type material
necessary to make them safe and tight.

When drilling activities commence, all work shall proceed in
a neat and orderly sequence.

10. PLANS FOR RESTORATION OF SURFACE

As there is some topsoil on the location site, all topsoil shall
be stripped and stockpîled, (See Location Layout Sheet and Item #9).
When all drilling and production activities have been completed, the
location site will be reshaped to the original contour and stockpiled
topsoil spread over the disturbed area.

Any drainages re-routed during the construction activities
shall be restored to their original line of flow as near as possible.
Fences around pits are to be removed upon completion of drilling
activities and all waste being contained in the trash pit shall be
buried with a minimum of 5' of cover.

Restoration activities shall begin within 12 months after
completion of the well. Once restoration activities have begun, they
shall be completed within three (3) months.

When restoration activities have been completed, the location
site shall be reseeded with a seed mixture recommended by B.I.A.
Representative when the moisture content of the soil is adequate for
germination. The Lessee further covenants and agrees that all of said
clean-up and restoration activities shall be done and performed in a
diligent and most workmanlike manner, and in strict conformity with
the above mentioned Items #7 and #10.

11. OTHER INFORMATION

The Topography of the General Area (See Topographic Map "A") .

The area is a large basin formed by the Uintah Mountains to the
North and the Book Cliff Mountains to the South. The sides of these
canyons are steep and ledges formed in sandstones, conglomerates, and
shale deposits are extremely common to the



BOW VALLEY PETROLEUM, INCORPORATED
UTE #2-16AlE
Section 16, TlS, RlE, U.S.B. M.

11. OTHER INFORMATION - (cont.)

. .The basin floor is interlaced with numerous canyons and ridges
formed by the non-perennial streams of the area. The sides of these
canyons are steep and ledges formed in sandstones, conglomerates, and
shale deposits are extremely common to the area.

The geologic structures of the area that are visible are of
the Uintah Formation (Eocene Epoch) Tertiary Period in the upper
elevations and the cobblestone and younger alluvial deposits from
the Quaternary Period.

Outoróps of sandstone ledges, conglomerate deposits, and shale
are common in this area.

The topsoil in the area range from a light brownish-gray sandy-
clay (SM-ML) type soil with poorly graded gravels ix> a clayey (OL)
type soil.

The majority of the numerous washes and streams in the area are
of a non-perennial nature flowing during the early spring run-off and
extremely heavy rainstorms of long duration which are extremely rare
as the normal rainfall um the area is only 8".

the Uinta River/ to the North of this location is the only
perennial stream that is affected by this location site.

Due to the low .precipitation average, climate conditions and
the marginal types of soils, the vegitation that is found in the area
is common of the semi-arid region we are located in; it consists of

-areas of sagebrush, rabbitbrush, some grasses and cacti as the primary
flora. This is alsottue of the lower elevations.

The fauna of the area consists predominantly of the mule deer,
pronghorn antelope) coyotes, rabbits, and varieties of small ground
squirrels and other types of rodents. The area is used by man for the
primary purpose of grazing domestic sheep and cattle.

The birds of the areas are raptors, finches, ground sparrows,
magpies, crows and jaÿs.

The Topography of the immediate Area (See Topographic Map "B").

Bow Valley Petroleum, Inc. Ute #2-16A1E, is on a flat area
approximately 1 mile Southwest of the East channel of the Uintah river.

The Terraine in the vicinity of the locatîon slopes from the
Northwest through the location site to the Southeast at approximately
a 1.0% grade.

The vegetation in the immediate area surrounding the location
site consists of cultivated .farm



BOW VALLEY PETROLEUM, INCORPORATED
UTE #2-16A1E
Section 16, .TlS, RlE, U.S.B.& M.

11. OTHER INFORMATION - (cont.)

,, There are no occupied dwellings or other facilities of thisnature in the general area. There are, however, some occupied
dwellings within a one-mile radius of this location site.

There are no visi le archaeólogica1, historical, or
cultural sites within any reasonable proximity of the proposed
location site. (See Topographic Map "B").

12. LESSEE'S OR OPERATOR'S REPRESENTATIVE

Douglas G. Howard
District Superintendeng
Bow Valley Petroleum, Inc.
P. O. Drawer.130
Roosevelt, UT 84066

Telephone: (801)722-5166

13. CERTÎFICATION

I hereby certify that I, or persons under my direct supervision,
have inspected the proposed drill site and access route; that I a:m
familiar with the conditions which presently exist; that the statements
made in this plan are, to the best of my knowledge, ttde and correct;
and the work associated with the operations proposed herein will be
performed by BOW VALLEY PETROLEUM, ÎNC. and its contractors and sub-
contractors in conformity with this plan and tlue terms and conditions
under which it is approved.

Date Chakies Gafdhet
District



BOW VALLËY PETROLEUM INCORPORATED
UTE #2-lð AlE
Section 16, TlS, R1E, U.S..B. & M.

1. EXISTING ROADS,

See attached Topographic Map "A" .

To reach BOW VALLEY PETROLEUM, ÎNC. well location Ute #2-16AlE
located in the NW¼ NW¼, Section 16, T1S, RlE, U.S.B.& M., Uintah
County, Utah:

Proceed Easterly out of Roosevelt, Utah on U.S. Highway 40
approximately 5.3 miles to the junction of this road and an existing

.

road to the North; proceed North along this road 8.0 miles to the
junction of this road and State Highway 121; proceed East along
State Highway 121 - 0.9 miles to the junction of this road and an
existing dirt road to the Southeast; proceed Southeast along this
road 0.1 miles to its junction with the proposed access road (to
be discussed in Item #2).

The highways mentioned in the foregoing paragraph are bitum-
inous surfaced roads.

There will be no construction on the above described roads.
They will meet the necgssarÿ standards required to facilitate an
orderly flow of traffic during the drilling phase, completion phase,
and the production phase of this well at such time that production
is established.

The roads that are required for access during the drilling
phase, completion phase, and production phase of this well will be
maintained at the standards required by the B.I.A. or other con-
trolling agencies.

2. PLANNED ACCESS ROAD

See Topographic Map "B".

The planned access road leaves the existing road described in
Item #l in the SW¼ NEh, Section 16, TlS, RlE, U.S.B.& M. and proceeds
in a Southeasterly direction approximately 1300' to the proposed
location site.

In order to facilitate the anticipated traffic flow necessary
to drill and produce this well, the following standards will be met:

The proposed access road will be an 18" crown road (9' either
side of the centerline) with drain ditches along either side of the
proposed road where it is determined necessary in order to handle
any run-off from normal meterological conditions that are prevalent
to this area.

Back slopes along the cut areas of the road will be 1½ to 1
slopes and terraced.

There will be no turnouts required along this access



BOW VAiLEY PETROLEUM, INCORPORATED
UTE #2-16AlE
Section 16, TlS, RlE, U.S.B.& M.

2. PLANNED ACCESS ROAD - (cont.)

There are no fences encountered along this access road. There
ill be no gates or cattleguards required.

3. LOCATION OF EXISTING WELLS

See Topographic Map "B".

Oil producing wells within a one-mile radius include the Bow
Valley operated Ute Tribal #1-17AlE and the Ute Tribal #l-16AlE.
Other oil wells include the Roosevelt Unit Ute #1 and Ute #2 in
sections 20 and 21. All are Green River produced. The carter Ute
B-1 and the Carter Ute C are P à A'd. There are no known water
wells, disposal wells, injection wells or observation wells within
a one-mile radius.

4. LOCATION OF EXISTING AND PROPOSED FACILITES

The only production facilities within a one-mile radius are
those associated with the wells described in Item #3 above.

The area will be built if possible, with native materials and
if these materials are not available then the necessary arrangements
will be made to get them from private sources.

These facilities will be constructed using bulldozers, graders,
and workmen crews to construct and place the proposed facilities.

If there is any deviation from the above, all appropriate agencies
will be notified.

Rehabilitation of disturbed areas no longer needed for operations
after construction is completed will meet the requirements of Item #10.

5. LOCATION AND TYPE OF WATER SUPPLY

See Topographic Map "B".

.At the present time, it is anticipated that water for this well
will be hauled by truck from the East channel of the Uinta River,
approximately 1 mile-to the Northeast of the proposed location site,
where Highway 121 crosses the river.

In the event that this source is not .used, an alternate source
will be used and all necessary arrangements will be made with the
proper authorities.

There will be no water well drilled at this location



BOW'VALLEY PETROLEUM, INCORPORATED
UTE 2-16AlE
SecËÌon 16, TlS, RlE, U.S.B.& M.

6. SOURCES OF CONSTRUCTION MATERIALS

Construction materials for this location site shall be borrow
aterials accumulated during construction of the location site.

There are no pit lining materials from other sources anticipated at
this time, however, if they are required, the appropriate actions
will bel taken to acquire them from private sources.

7. METHODS FOR HANDLING WASTE DISPOSAL

See Lodation Layout Sheet.

A reserve pit will be constructed.

The reserve pit wili vary in size and depth according to the
water table at the time of drilling.

One-half of the reserve pit will be used as a fresh water
stokage area during the drilling of this well and the other one-half
will be used to store non-flammable materials such as cuttings, salts
drilling fluids, chemicals, produced.fluids, etc.

If deemed necessary by the agencies concerned, to prevent con-
tamination to surrounding areas, the reserve pits will be lined with
a gel.!

The pits will have wire .and overhead flagging installed at such
time as deemed necessary tx> protect the water fowl, wildlife, and
domestic animals.

At the onset of drilling, the reserve pit will be fenced on
thrge sides and at the time the drilling activities are completed,
it will be fenced on the fourth side and allowed to dry completely
prîor to the time that backfilling and reclamation activities are
attempted.

When the reserve pit dries and the reclamation activities
commence, the pits will be covered with a minimum of four feet of
soil and all requirements of Item #10 will be followed.

A portable trash basket will Judplaced on the location site and
all trash wili be hauled to the earent Sanitary Landfill.

A.portable chemical toîlet will be supplied for human waste.

8. ANCILLARY FACILITIES

There are 1x> ancillary facilities planned for at the present
time and none foreseen in the near



BOW VALLEY PETROLEUM INCÓRPORATED

13 Point Surface Use Plan

For

Well Location

UTE #2-16AlE

Located In

Section 16, T1S, R1E, U.S.B.& M.

Uintah County ,



BOW VALLEY PETROLEUM BLOW OUT PREVENTION EQUIPMENT

6

Rotate Hea Flow Line
Fill Line

Annular
Preventer

Blind Rams

(Optionai depending on rig used)

Pipe Rams
, Adjustable Choke

To Hud Tank

Kill Line

To Flare
Pit

To Gas

e Rydraulic Choke
3mster

Minimum 3, 000 PSI BOPE is to be installed after setting surface pipe.
All preventers are to be tested to 1500 PSI prior to drilling out

si gæs

O PSI BOPE is to be installed after setting the long string.The pipe rams are to be tested to 5, 000 PSI, the blind rams are to betested to 2500# and the annular preventer to 1, 500 PSI prior to drillingout shoe.

All auxillary BOPE will be tested to appropriate pressures when BOP'sare tested. (Manifold, Upper and Lower Kelly Cocks, Valves and Inside
BOP) .

After drilling the shoe, the casîng seat will be pressure tested to anequivalent mud weight of 13.5
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EXHIBIT "A"

TEN POINT COMPLIANCE PROGRAN

NTL 6

Attached to Form 9-331C

WELL NAME: Ute Tribal #2-16 AlE

LOCATION: Section 16, T1S, RIE, U.S.B. & M.
Uintah County, State of Utah

1. GEOLOGIC SURFACE FORMATION

Tertiary Duchesne River Formation

2. ESTIMATED TOPS OF IMPORTANT GEOLOGIC MARKERS

Duchesne River Fm Surface
Green River 6130'
Wasatch 11,000'

3. ESTIMATED DEPTHS OF ANTICIPATED WATER, OIL GAS OR MINERALS

No water flows anticipated
Oil & Gas 8300' to 11,000' GR - 11,000' to T.D..Wasatch Oil Gas

4. PROPOSED CASING PROGRAM

(a) Conductor Casing: 20" to 40', 52.73#, K-55, 175 sacks
cement to surface. 9-5/8" surface casing to 2200', 40.00#,
K-55, 400 sacks cement to surface. 7" intermediate casing,
26, S-95 or 29#, N-80, O to 4500'. 7" 29#, S-95 or 7" 32#,
N-80 from 4500' to 8900'. 7" 32#, S-95 from 8900' to 10,400',
750 sacks dement to approximately 7500', 5" liner, 18#, P-110,
700 sacks "G" 10,200' to 13,700'.

(:b) Production Tubing: 2-7/8" tubing, 6.5#, N-80

5. MINIMUM SPECIFICATIONS FOR PRESSURE CONTROL

EXHIBIT "B" is a schematic diagram of the blowout preventer equip-
ment. The BOP's will be hydraulically tested to.the full working
pressure after nippling up and after any use under pressure. Pipe
rams will be operationally checked each 24 hour period, as will
blind rams each time pipe is pulled out of the hole. Such checks
of BOP will be noted on daily drilling reports.

Accessories to BOP include a kelly cock, floor safety valve, drill
string BOP and choke manifold with pressure rating equivalent to
the BOP



Attached to Form 9-331C (cont.)

6. TYPE AND CHARACTERISTÏCS OF THE PROPOSED CIRCULATING MUDS

0 - 3,000' - Fresh Water
3,000' - T.O. - Fresh Gel Mud

17. - AUXILIARY EQUIPMENT TO BE USED

5,000# WP Safety Valve, inside BOP, Upper Kelly Cock, MudL Monitoring Equipment (See Exhibit "A").

8. TESTING, LOGGING AND CORING PROGRAMS

(a) Logging Program:
DIL, SPr GR 2000' - T.D.
DÎL, CNL, GR 5000' - T.D.
Mud Logging 5000' - T.D.

Ob) Corîng: No Cores

(c) Production:
If production is obtained, producing formation will be
selectively perforated and treated.

9. ANTICIPATED ABNORMAL PRESSURE OR TEMPËRATURE

No abnoràal pressure or temperature anticipated.

10. ANTICIPATED STARTING DATE AND DURATÏON OF OPERATIONS:

The anticipated starting date is to be approximately or as
soon as possible after examination and approval of drilling
requirements. Operations should be completed within 90 days
from spudding and rig
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RECONCILEWELLNAMEANDLOCATIONON APD AGAINSTSAMEDATAON PLAT MAP.

AUTHENITCATELEASE ANDOPERATORINFORMATION

ADEQUATEANDPROPERBONDING

AUTHENTICATEIF SITE IS IN A NAMEDFTFID, ETC.

APPLY SPACINGCONSIDERATION

ORDER 3.3

| UNIT :

c-3-b

c-3-c

CHECKDISTANCETD NEARESTWELL.

CHECKOUTSTANDINGOR OVERDDEREPORTSFOR OPERATOR'SOTHERWIJR.

IF PCTASH DESIGNATEDAREA, SPECIAL LANGUAGEON APPROVALLEITER

IF IN OIL SHALEDESIGNATEDAREA, SPECIAL APPROVALLANGUAGE.

VERIFY LEGALANDSUFFICIENT DRILLING WATER
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November 30, 1983

Bow Valley Petroleum, Inc.
P. O. Drawer 130
Roosevelt, Utah 84066

RE Well No. Ute Tribal 2-16A1E
SWSWSec. 16, T. 18, R. 18
187' PSL, 203' FWL
Uintah County, Utah

Gentlemen:

Insofar as this office is concerned, approval to drill the above referred to
oil well is hereby granted in accordance with the Order issued in Cause No. 131-33
dated May 28, 1980. Prior to spudding, a copy of the Utah Division of Water Rights
(Phnne No. 801-533-6071) approYal for us or purchase of drilling water must be
submitted to this office, otherwise this approval is void. Production of only the
Wasatch formation which is below the correlative stratigraphic equivalent depth
of the lower perforations in the #1-17A1E well is permitted for the Ute Tribal
2-16AIE well.

Should you determine that it will be necessary to plug and abandon this well,
you are hereby requested to immediately notify the following:

RONALDJ. PIRTH - Chief Petroleum Engineet
Office: 533-5771
Home 571-6068

Enclosed please find Form OGC-8-X, which is to be completed whether or not
water sands (acquifers) are encountered durîng drilling. Your cooperation in
completing this form will be appreciated.

Purther, it is requested that this Division be notified within 24 hours after
drilling operations commence and that the drilling contractor and rig number he
identified.

The API number assigned to this well is 43-047-31418.

Sineerely,

Norman C. Stout
Administratiire Assistant

NCSjas
ec: Branch of Fluid Minerals

Bureau of Indian



STATEOF UTAH Scott M. Matheson, Governor
NATURALRESOURCES& ENERGY Temple A. Reynolds, Executive Director
Water Rights Dee C. Hansen, State Engineer

23 East Main Street • P.O. Box 879• Vernal, UT84073 - 801-789-37

ecember 7, 1983

Ute Tribe
C/0 Bow Valley Petroleum, Inc.
P. 0. Drawer 130
Roosevelt, Utah 84066

RE: Temporary Change Appl .
83-43-29

Gentlemen:

The above numbered Temporary Change Application has been approved,
subject to prior rights.

A copy is herewith returned to you for your records and future
reference.

Very truly yours,

al
for Dee C. Hansen

State Engineer

DCH:TB/1n

Enclosure

DiVISIONOF
Oit GAS&MINING

Deputy State Engineer/Earl M. Staker Area Engineer/Robert F. Guy
an equal opportunity employer . please recycle



Form ill M-61 2M

APPLICATION NO......... .....t..... , .... ............

DISTRIBUTION SYSTEM. ......

Application For Temporary Change of Point of Diversion,
Place or Purpose of Use

STATE OF UTAH
(To Be Filed in Duplicate)

Place Date

For the purpose of obtaining permission to temporarily change the point of diversion, place or purpose of use
(Strike out written matter not needed)

of water, the right to the use of which was acquired by.....9.t.9...T.T.i .9....(.4.3.T.3.0.1.3.)........ ............... .

°

(Give No.of application, title and date of Decree and Award No y

to that hereinafter described, application is hereby made to the State Engineer, based upon the following showing ok
facts, submitted in accordance with the requirements of the Laws of Utah.

1. The owner of right or application is......Ute...T.r..Lbe....... .

2. The name of the person making this application is.. .$.Ÿ... .. . ...$.Ÿ.Ÿ.. .Ÿ.Ë. .. .!

Inc .

3. The post office address of the applicant is... .•.9.•...9.TÑ..E... . .Û.J.... 99Ñ.9.ŸÑ.l. .1--
Ut 66

PAST USE OF WATER

4. The nowof water which has been used in second feet is.........

5. The quantity of water which has been used in acre feet is.....18 ,.0.0.0..acre...ft...plus.

6. The water has been used each year from....Ë.. ............................. to ..................... ........... ........ . incl.
(Month) (Day) (Month) (Day)

7. The water has been stored each year fmm..4/.À.....................................to ................... ................. . incl.
(Month) (Day) (Month) (Day)

8. The direct source of supply is....IÃilltilh...Ri.V.Br................. in .............Uix1ta.11..................... County.

9. The water has been diverted into...................................... ditch at a point located.......canal

10. The water involved has been used for the following purpose: ....I.Kri.g.atiD.II,...Gulillar.y........

............ ............................................,....... Total. ...................................... acres.
NOTE: If for irrigation, give legal subdivisions of land and total acreage which has been irrigated. If for other purpses, give

place and purpose of use.

THE FOLLOWING TEMPORARY CHANGES ARE PROPOSED

11. The flow of water to be changed in cubic feet per second is ................

12. The quantity of water to be changed in acre-feet is .............T.T.9.9....f.N....AG.•....f_t.•..........

13. The water will be diverted into the....9. .9 Àiß --...--........

ditch at a point located .at..drilling..site

canal

.. Wa.t.ex...will..he ..pumped...from..Uintah..Rive-r --to--dri-Lling--location --in

SW¼ SW¼ Sec. 16. TlS R1E, U.S.M.

14. The change will be triade from... -- I--------- - 19--- --- • to -- '---- ·-

(Period must not exceed one year)

15. The reasons for the change are._Weter.. will..he..p.urchase.d..fr.om..the..U.te..Indian..Tribe

t;o...dr.ill...and...comple ta..an.. oil..well...in...the.--same--legal--subdivision . ---

16. The water involved herein has heretofore been temporarily changed ......................years prior to this application.

(List years change has been made)

17. The water involved is to be used forphe following purpose: . .
99...9...99.BRI.R.$.29...9Ë...9.9

.......
Total................,.....................acres.

NOTE: If for irrigation, give legal subdivisions of land to be irrigated. It for other purposes, give place and purpose of proposed use.

EXPLANATORY •

A filing fee in the sum of $5.00 is submitted herewith. I agree to pay an additional fee for either investigating or ad-

vertising this change, or both, upon the request of the State Engineer.

Signature of



RULES AND REGULATIONS

(Read Carefully)
This application blank is to be used only for temporary change of point of diversion, place or nature of use for a

definitely fixed period not to exceed one year. If a permanent change is desired, request proper application blanks from
the State Engineer.

Application for temporary change must be filed in duplicate, accompanied by a filing fee of $7.50 Where the water
affected is under supervision of a Water Commissioner, appointed by the State Engineer, time will be saved if the
Application is filed with the Commissioner, who will promptly investigate the proposed change and forward both copies
with filing fee and his report to the State Engineer. Applications filed directly with the State Engineer will be mailed
to the Water Commissioner for investigation and report. If there be no Water Commissioner on the source, the Appli-
cation must be filed with the State Engineer.

When the State Engineer finds that the change will not impair the rights of others he will authorize the change
to be made. If he shall find, either by his own investigation or otherwise, that the change sought might impair existing
rights he shall give notice to persons whose rights might be affected and shall give them opportunity to be heard before
acting upon the Application. Such notice shall be given five days before the hearing either by regular mail or by one
publication in a newspaper. Before making an investigation or giving notice the State Engineer will require the appli-
cant to deposit a sum of money sufficient to pay the expenses thereof

Address all communications to:
State Engineer

State Capitol Building
Salt Lake City, Utah

STATE ENGINEER'S ENDORSEMENTS

(Not to be filled in by applicant)

Change Application No.
.............................. , ........................................

(River System)
1. ................................Application received by Water Commissioner

..........................................................

(Name of Commissioner)

2. .... .T. ..

.Recommendraec in of Co ern

Stat Enginee a Office by. ... . . . ......

3. ................................Fee for filing application, $7.so received by
........................ ; Rec. No. .................

.4 ................................Application returned, with letter, to ...........
......................................, for correction.

5. ................................Corrected application resubmitted overyc nter to State Engineer's Office.

6. ................................Fee for investigation requested S..............................

7. ................................Fee for investigation S................ , received by
...................... : Rec. No. ........

8. ................................Investigation made by
.............................. ; Recommendations:

............................

9. ................................Fee for giving notice requested S.............................. .

10. ................................Fee for giving notice S................ , received by ........................ : Rec. No...........

11. ................................Application approved for advertising by pubbcation by
...............................

12. ................................Notice published in......

13. ................................Notice of pending change application mailed to interested parties by ............as follows:

14.
............................... Change application protested by .

..................................................... ..................

(Date Received and Name)

6 . .

..AHpepalricnati

nr on mended fo by .
.. ...

rejected17. ................................Change Application approved and returned to .
................................................

THIS APPLICATION IS APPROVED SUBJECT TO THE FOLLOWING CONDITIONS:

I.
...........................................................

..................................................................................

Dee C. Hansen, P. E.



UNITED STATES
DEPARTMENT OF THE INTERIOR

BÚREAU OF INDIAN AFFAIRS

Dintah and Ouray Agency

Fort Duchesne, Utah 84026

PERMIT FOR USE OF WATER

l. Permission is granted to BOW VALLEY PETROLEUM, INC.

hereinafter referred to as Permittee, by the Ute Indian Tribe, hereinafter referred

to as Permitter, to use water for the purpose of an oil and/or gas well drilling

operation located in SW¼ SM¾, SECTION 16, TlS, RlE, U.S.M.

water to be drawn from UINTAH RIVER IN UINTAH COUNTY , UTAH .

2. In consideration of the water claimed by the Ute Indian Tribe, the Permittee

will pay the sum of S 3,300.00 by check, payable to the Bureau of Indian Affairs.

3. The Permittee agrees:

a. The Permitter can make no guarantee as to amount of or time of year that

such water will be available. It is understood that availability is totally depen-

dent on the natural supply of water.

b. All facilities including, but not limited to pipe and pumps, installed by

the Permittee must be of such nature and design so as not to in any way interfere

with the delivery of irrigation water.

c. Upon completion or apparent abandonment of the oil and/or gas well for

which this drilling permit is granted, the Permittee will repair any damages and

remove or be responsible for the cost of removal of any facilities installed by the

Permittee.

d. LIABILITY: Permittee is liable for all damages that result from his oper-

ations, or for injury to the Permitter or his property, including livestock; to

lessees, licensees and surface owners. The Permittee agrees to save and hold

harmless the Permitter and the United States and its officers, representatives and

employees, and the surface owners or their tenants from all suits for injury or

claims for damage to persons and property from the Permittee's operations



. this permit.

e. BOND: To guarantee performance under this permit, a bond is to be fur-

nished as follows: BOND #709E192-4

T'IUYVELER $15,000.00

f. TERM: Permittee is granted use of water subject to conditions hereinabove

stated for a period beginning with the date of approval of this permit, and ending

UPON WELL COMPLETION
.

9. All conditions ðf this permit are thoroughly understood and only those

specifically stated herein are intended to be granted.

h. Issue copy of permit to each water hauler.

i. Remind company personnel that carrying firearms while on the Uintah and

Ouray Reservation is prohibited.

PERMITTEE:

BOW VALLEY PETROLEUM, INC.-

By:
(Name and title type )

Charles G. Gardner
District



SUBMIT IN CATE F'orm apprond.
Färin 9--331 C Budget Bureau No. 4 R1425.(Ray 1963) (Other inst as on

ITED STATES reverse side)

DEPARTMENTOF THE INTERIOR G. LEAS$ DESIONATION AND SEÉIAL NO.

GEOLOGICÀL SURVEY 14-20-H62- $ÀO
APPLICATION FOR PERMITTO DRILL,DEEPEN,OR PLUGBACK G.IFINDIAN,ALI.OTTËEORTRABÈNARE

Ute Tribe
a. TTPaOrWöRK

I)RILL DEEPEN PLUG BACK 7. UNIT AGREEMENT ËAMÊ

b. TTra GF WALL N/A

2. ME OF OPERATOR Ute Tribal
Bow Valley Petroleum, Inc. **"I °·

oness or orzaaroa 2-16A1E

P O. Drawer 130 Roosevelt Ut 6 . FIEI.D AND POOI., OR WILOCAt

4. I,OCATI N or war,I. Ûíeportlocation clearly and in accordan e with e requirements.*) .BLUEBELL-Wasatch
At surface 20 3 ' FWL , 18 7 ' FSL r 11. sac., 2.. a., w., oa ar.x,

At proposed prod. zone Se
NÐ URVEY AREA

14. DISTANCE IN LS AND DIRECTIOÑ FAOM NEAREST TOWN OR POST OFFIC.. DMSIO OF 2. UN TO PARISH 18. BTATh

5.3 east, 8 0 miles north, east .9, south .1 $ Uintah Utah
1ð. DHITANCE FROM PúOPOS$D* 16. NO. OF ACRES IN LEASE 1Ì. NO. Of ACRES ASSIGNED

LOCATiON TO NÉAREST TO THIS WELL
PROPERTÏ OR LÉASE LINa• N/A 560 5 ^(Also to nearest drlg. unit line, if any) OU

18. DISTANCE FROM PROPOSËD LOCATION* 19. PROPOSED DEPTH 2Û. ROTAEY OR CABLÈ TOOLS
TO NËARËST WELL, DRILLING, COMPLETED,
k A IER FOR, OÑ mS I.EASE N/A 13, 700 ' Rotary

(Šhowwhether DF, RT, GR, etc.) 22. APPROI. DATE WORK WiLL START*

5455* GR ungraded Nov.28, 1983
23. PROPOSED CASING AND CEMENTÎNG P110GRAM

IZE OF ÍIOLE SiZE OF CASIN WEIGHT PÈRFOOT $ETTING DEPTH QUANTITiOF CËMENT

12k" 9-5/8" 40# 2,200' 400 sxs (Cmt to surface
8-3/4" 7" 26 29,32# 10>400' 750 sxs

6" 5" Liner 18# 13,700' 700 sxs

This is a test of the Tertiary Wasatch Formation. Wayatcni 11 .

be selectively perforated and acidized for production.
The ptoposed location of this well is within a Ut Sta ign ed

drilling unit containing 560 acres. The Bow Valley UteÏ 1-17 whio is
presently producing in the drilling unit, is a Green RiÑef he ko-
posed Ute 2-16AlE will be a Wasatch producer.

Minimum 3, 000 PSI BOPE will be installed and press te t'd to
3,000 PSI prîor to drilling the casing shoe at 2,200 fee

Minimum 5, 000 PSI BOPE will be installed and tested
prior to drilling the casing shoe at 10,400 feet. After dri Tñ the
casing shoe the casing seat will be tested .to an EMW of 13.5 PPG.

IN ABOVE SPACE DESCRIBE PROPGsED PROGRAM: If proposal is to deepen or plug back, give data on present productive zone and proposed new productive
zone. If proposal is to drill or deepen directionally, give pertinent data on subsurface locations and measured and true vertfeal depths. Give blowout

TITLE Engineering Technici n 2. Nov.lGr 1983
(This space for Federal or State ofBee use)

CONDiTIONS OF APPROVAL, îF ANY :

NOTICE OF APPROVAL CON DI . A CHED
TO O,PERATOKS CO2

*See InstructionsOn Reverse



PROJECT

BOW VALLEY PETROLEUM INC.

T/S, R/ E, U.S. M. wen location, urE TR/BAL#2- /6 A/E,
locoted os shown in the SWl/4 SW l/4 ,

Section 16, Tl S, RI E, U.S. B. & M.
Uintoh County, Uta h.

79 .7 2

16

C RT FICATE

Et NOlts 09- A 'O URr ti MAD Ÿ Mf De UNOER My

SUPE v190N AMD THAT THE SAME e Ruf AND 09RIC 10 THE

SESI OF MY «VOWLEDGE AND ŠEtaEF

UTE TR/BAL # 2 - /6 A /E
Elev. Ungraded Ground - 5455 REGIST E RE D LAND SURVEVOR

REGISTRATION N9 3jg4
STATE OF UTAH

INTAH ENGINEERING & .LAND SURVEYING

187' 80 .40 P 0. BOX Q - 85 SOUTH = 200 EAST
VERNAL, ÜTAH - 04078

1" 1000 9/\6/83

PARTY ÏREFERENCES
X Section Cornets Loo¢ted LOT, RK, TJ JH I, GLO PLAT

WEATHER FILE
FAIR BOW



-PER

NOS

APD 10/13/83

COMPANY Bow Valley Pet.

WELL Ute 2-16-A1E

SECTION 16 T 1S R 1E

LEASE 14-20-H62-2658.fjO J
ONSITE DATE 10/21/83

ADDITIONS TO THE MOLTIPOINT
SURFACE USE PLAN

PICLAMATION PROCEDURES

GENERAL

1. Trespass permits shall be obtained and carried with individual on tribal
lands at all times.

2. All operators, subcontractors, vendors, and their employees or agents
shall not carry firearms or other weapons.

3. No prospecting will be allowed on tribal lands.

4. No alcoholic beverages or drugs shall be permitted while working on the
reservation.

5. A cultural resource clearance is required before any construction begins.
The clearance has been done. Clearance has been granted by Grand River
Consultants.

6. A wood permit will be obtained from the Forestry Department of the BIA
before any firewood is removed.

CONSTRUCTION

1. Construction and maintenance of roads, rehabilitation of disturbed areas
and construction of pipeline routes shall be in accordance with the
surface use standards as set forth in the booklet, "Surface Operating
Standards for Oil and Gas Exploration and Development. "

2. The maximum width of access roads will be 30 feet total disturbed



3. All operators, subcontractors, vendors, and their employees or agents are
confined to establish roads and well sites.

4. All trees four inches or greater in diameter shall be cut and bucked into
four foot lengths and neatly stacked adjacent to the access road

_

or drill
pad. All trees less than four inches in diameter will be cut and
trampled by the heavy equipment.

5. All operators, subcontractors, vendors, and their employees or agents may
not gather firewood without a duly granted wood permit.

6. If water or fill materials are needed in constructing roads, well sites,
or are used in the drilling process, proper permits are needed. The
following information is required: The approximate amount of water or.
materials needed, the location and ownership of the water rights or
materials to be used.

7. All artifacts found on tribal lands shall be left in place and the BIA
promptly notified.

8 . Production water will be disposed of a approved disposal pits or
injection wells. The injection well or disposal pit used will be
identified by legal description.

9. It is the policy of the BIA to make rights-of-ways available, without
cost, to operators when both mineral rights and surface rights are owned
by the Ute Indian Tribe. It the surface rights are owned by the Tribe
and the mineral rights are owned by another entity, the right-of-way will
be approved and charges will be assessed for damages prior to the time
the operator begins any construction activities. If the surface is owned
by the Ute Indian Tribe, rights-of-ways must be cleared with the other
entity.

10. Trash, litter, construction materials, etc., will not be littered along
roadways of drilling sites. The operator will initiate a procedure to
keep the sit.es free from litter and keep them groomed in a neat and
professional condition.

11. The operator will submit a plan for controlling noxious weeds along
rights-of-wrays for roads, pipelines, well sites, and other applicable
facilities. A list of noxious weeds can be obtained from the appropriate
county.

12. Adequate and sufficient electric/radioactive logs will be run to locate
and identify the prime oil shale horizons and saline minerals in the
Mahogany 2one of the Green River formation. Casing and cementing
programs will be adjusted to eliminate any potential influence of the
well bore or productive hydrocarbon zones on the oil shale and saline
minerals resources. Surface casing program may require adjustment for
protection of fresh water aquifers. (See attached tentative casing and
cementing program for the Uintah Basin) .

13. Burning will nt be allowed. All trash must be hauled to the nearest
sanitary



14. The top 6-10 inches of topsoil will be removed and stockpiled on the
north end of the location.

15. The reserve pit will be lined with native clay, commercial bentonite, or
plastic sufficient .to prevent seepa<ge.

16. Reserve pits will be fenced with a wire mesh fence and topped with at
least one strand of barbed wire.

17. The operator or his contractor will contact the BIA and the Vernal
District BLM, Diamond Mountain Resource Area, 48 hours prior to beginning
any work on Tribal land.

18. The dirt contractor will be furnished with an approved copy of the
surface use plan and any additional BIM or BIA stipulations prior to any
work.

19. The entire location will be fenced and a cattleguard placed where the
access road enters the location.

REHABILITATION

1. Immediately upon campletion of drilling, the location and surrounding
area will be cleared of all debris resulting from the operation. All
trash will be hauled to a local sanitary landfill.

2. The operator or his contractor will contact the BIA and Vernal BIM,
Diamond Mountain Resource Area, 48 hours prior to starting rehabilitation
work that involves earth moving equipment g upon campletion of
restoration measures.

3. Before any dirt work to restore the location takes place, the reserve pit
must be campletely dry and & trash (cans, barrels, pipe, etc.) must be
removed.

4. All disturbed areas must be recontoured to the approximate natural
contours.

5. The stockpiled topsoil will be evenly distributed over the disturbed
area.

6. Prior to reseeding, all disturbed areas, including the access road, will
be scarified and left with a rough surface.

7. Seed will be broadcast or drilled at a time specified by the BIM. If
broadcast, a harrow or some such implement will be dragged over the
seeded area to assure seed coverage. Seeding mixtures will be specified
by the BIA.

8. The access will be blocked to prevent any vehicle



PRODUCTION

1. The reserve pit and that portion of the location and access road not
needed for production or production facilities will be reclaimed within
90 days after completion with the methods described in the rehabilitation
section. Stockpiled topsoil will be used in reclaiming the unused areas.

2. All permanent (on site for six (6) months duration or longer) structures
constructed or installed, including the pumpjack, shall be painted a
flat, non-reflective, earthtone color to match the standard environmental
colors Rocky Mountain 5 State Interagency Committee. All facilities
shall be painted within six months of when the production facilities are
put in place. Facilities that gre required to comply with O.S.H.A.
(Occupational Safety and Bealth Act) are excluded.

3. Tank batteries will be placed on the north end of the location.

4. A bench mark will be established near each well site in location where it
will not be destroyed. The bench mark will be set in concrete with a
brass cap. The brass cap will show the well number and elevation to the
nearest one-tenth of a foot. The cuts/fills for the weil site will also
show elevations in relation to the bench



United States Department of the Interior

2000 Administration Building
1745 West 1700 South

Salt Lake City, Utah 84104

February 2, 1981

General Outline for the Protectiën and Isolation of Ground Water
and Oil Shale in the Uinta Basin.

The oil shale occurs with varying thicknesses in most parts of thilinta
Basin and at varying depths. Ground water also occurs a t varied depths
above and below the 011 Shale. These ground wpters have varying degrees

of salinity Nonetheless, drilling for hydrocarbon in the Uinta Basin
should provide for the pro¶ection of the oil shale and the ground water
if either is present.

The protection of the oil shale and the ground water can effectively be
carried on through the design of an adequate casing and cementing program
for each well drilled in the area.

In.the Uinta Basin, water occurs mainly in the Uinta and the Green River
formations. As drilling for hydrocarbon gets deeper into the crust of the
earth, more groundatater might be encountered and will be protected as it
is encountered.

This notice's purpose is to attempt .to lay the groundwork for a casing
program and cementing program thatwill protect the oil shale and the
ground water if present.

These programs are to be considered as guidelines. The specificity, of
casing depth, amount of cement and the depth of staging collars will be
considered on an individual basis after a careful study of the Togs of
each individual well. Cementing from the bottom up is an economical
solution if carefully conducted.

The casing and cementing program presented here as an example wi31 assume
that fresh water was encountered in the upper parts of the Green River, that
the oil shale occurs in the middle of the Green River (1000 foot section)
and that some ground water is encountered in the lower parts of the Green
River.

In this case, three areas will have to be cemented to assure the integrity
of the ground water and oil shale. These areas are above the upper.fresh
water, across the oil shale and below the lower water aquifer. Deep
aquifers that do not contain usefpl water are cemented to prevent'water
zone influence on production.

The following casing and comenting program will be appropriate for this
example:

A. Surface casing is set at approximately 300 feet and cemented
to the



B. The next casing string will be set at äpproximately 300 feet
below the lowest aquifer. Cementing will be done in three
stages, using two stage collars and cement baskets or
equivalent as described below and on attached sketchest

1. Cement first stage through the casing shoe to fill annulus
back to base of lower aquifer.

2. Place Tst stage collar (with cement basket immediately below)
at a selected point at the base of the oil shale. Cement
will have to reach top of oil shale.

3. Place 2nd stage collar (with cement basket immediately
below).50 feet above the top of the Bird's Nest aquifer

,
and cement to at least 300 feet above the stage collar.

C. The above is an example. Reasonable equivalents that accomplish
these same protective measures, (such as cementing the water
zones instead of isolating them); depending on the îndividual cases
will be considered for approval.

D. When the above mentioned well is to be abandoned, inner-casing
plugs will have to be placed at the same depth as the above
mentioned annulus cement jobs.

The use of cement bond logs will verify the authenticity of the cement job
performed.

. E. The Operator of such well should notify U.S.G.S. 48 hours prior
to commencement of casing and cementing activity so a technician
could be dispatched to witness the operations to verify compliance
with casing and cementing program.

Attached Sketches:

1. Schematic of the required casing and cementing program.

2. Cross section of the Uinta Basin.

3. Schematic of-the general ground water protection
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ew••••fMM RECEIVEDvem.Ioistriesonio.
170 South 600 East
Vemal, Utah 84078 MAY2 8 1985

DIViolON OF OIL
3162.35 GAS A MINING
U-820
14-20-H62-3101

May 21, 1985

Bow Vallqy Petroleum. Inc.
P. 0. Drawer 130
Roosevelt, Utah 84066

RE: Rescind Application for Permit to Drill
Well No. 2-16A1E
Section 16, T1S, R1E
Uintah County, Utah
Lease No. 14-20-H62-3101

The Application for Permit to Drill the referenced well was approved on
December 20, 1983. Since that date, no known activit,y has transpired at theapproved location. Under current District policy. Applications for Permit
to Drill are effective for a period of one year. In view of the foregoing,this office is rescinding the approval of the referenced application
without prejudice. If you intend to drill at this location at a future date,a newApplication for Permit to Drill must be submitted.

This office requires a letter confirming that no surface disturbance has been
made for this drill site. Any surface disturbance associated with the
approved location of this well is to be rehabilitated. A schedule for this
rehabilitation must be submitted to this office. Your cooperation in this
matter is appreciated.

SÍncerely,

traig M. Hansen
ADMfor Minerals

bcc: Stata Ste. 8 4 & N
well file



STATEOF UTAH Norman H. Bangerter, Govemor
NATURALRESOURCES Dee C. Hansen, Executive Director
Oil, Gas & Mining Dianne R. Nielson, Ph.D., Division Director

355 W. North Temple • 3 Triad Center • Suite 350 • Salt Lake City, UT84180-1203 • 801-538-5340

June 3, 1985

Bow Valley Petroleum, Inc.
P 0 Drawer 130
Roosevelt, Utah 84066

Gentlemen:

Re: Well No. Ute Tribal 2-16AlE - Sec. 16, T. 1S., R. lE.,
Uintah County Utah --API #43-047-31418-

In concert with action taken by the Bureau of Land Management,
May 21, 1985, approval to drill the above referenced well is hereby
rescinded. 6

A new "Application for Permit to Drill" must be filed with this
office, for approval, prior to future drilling of the subject
location.

Sincerely,

J hn R. Baza
etroleum Engineer

pk
cc: Dianne R. Nielson

Ronald 3. Firth
File

Ol70S/98

an equal opportunity
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